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Thanks for your choosing our electric appliance 

Please read this Instruction Manual carefully before operation

Please keep it in a safe place and refer to it when necessary. 
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Parts Description and illustration of Unit  
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4.Ice Bin Full Sensor 12. Power Cord
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6. Water Tray 14. Control Board
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Specifications
Ice Making Capacity                         10-15kg / 24 hours 

Ice Sizes                                   Two types: Small, Large 

Ice Storage Capacity                         1000 g 

Compressor                                 High efficiency CFC free (R134a)
Water Reservoir                             1.5 Liter 
Dimension                                  350 x 305 x 360 mm 

Net Weight                                 13Kg 
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Features and Benefits 

· The Ice Maker is different from traditional commercial ice makers. Its unique design and portability will complement your recreation room, cottage, RV, boat, office or wherever you need a ready supply of ice. 

· It is micro computerized and makes ice fast and easily. 

 Through each cycle the ice maker completes the following steps: 

1. Water Filling     2.Ice Making   3.Ice Dropping    4.Ice Storage 

· It is reliable and convenient for operation. 

· Indicator lights and voice will alert you that ice is full or that the water is not enough             and water needs to be added. 

· There are two ice sizes available. Pressing ‘SELECT’ on the control display, small or large ice cubes can be selected. 

· The portable Ice maker is suitable for residential uses 

Control Panel Operation  

START
Press to turn unit on 
STOP

Press to turn unit off

SELECT 
ICE SIZE SELECTION of (S) Small or (L) Large. (The selected mode shall stay as selected unless changed or there is a power failure) The default setting is Large.  

**Please select the (S) when ambient temperature is below 15°c. **
Deficient 
It is ADD WATER INDICATOR. This light will come on with long beeping sound. You will need to add water and press the “START” button to restart the Ice maker. 

Ice Full
It is ICE FULL INDICATOR. This light will come on with a beeping sound when the ice has reached the maximum capacity of the storage cabinet. Press the “START” button to restart the Ice maker after some of the ice has been scooped away. 

Note: You must press “START” button to restart the ice maker after you add water or take out some of the ice. 

[image: image4.jpg]ICEFULL DEFICIENT
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Safety and Installation 

IMPORTANT SAFETY INSTRUCTIONS  

WARNING: To reduce the risk of fire, electric shock or injuries when using the Ice maker, Follow these basic precautions. 

. Plug into earth adapted outlet.             .Disconnect power before servicing 

. Do not remove earth plug.                 .Do not use an adapter. 

. Do not use an extension cord.             . Do not pull wire directly when plugging or 

                                           Unplugging the unit. 

Electrical Requirements 

Voltage:  220 - 240V ~  /50Hz

Fuse:    AC 250V, 3.15A,  ∮5 x 20 

Space Requirements  

· During transportation, the incline angle of the cabinet should not be over 45°c 

· Do not put the Ice maker upside down. Otherwise Problems could occur in the compressor and sealed System. 

· The Ice maker should be placed horizontally on a properly leveled surface. 

· To ensure proper ventilation,it is important to set a space of 150mm at the top, the back and on each side for your Ice maker. 

· Before using the Ice maker for the first time, please wait 2 hours after positioning it. 

· Clean the inner liner, ice collecting tray, water box, ice shovel and evaporator frequently. 

Note: Do not use the Ice maker near an oven, radiator, or other heat source. 
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Operating Instructions 
Starting your Ice maker 
STEP 1  Open the lid and fill the water reservoir with water. Make sure the water level in the water reservoir is not over the Ice collecting board. 
STEP 2  Select desired ice cube size by pressing “SELECT”  
STEP 3  Press “START” button to turn unit on. The ice maker begins to work.
ICE MAKER OPERATION

A. Press the button “START” to start machine, then wait 3 minutes. If no water in the machine ,the “DEFICIENT” light will be on with long beeping sound. Then add water,press the button “START” again ,the machine will be in work !
B. Press the button “SELECT” to choose ice size, press this button can choose Large or Small ice cube. When you choose the large ice cube , the light of L will be on. Small ice cube in the same way. The time of making ice cube in first operation decided by temperature, if the evaporator’s temperature is around zero degree, it spends 22 minutes per circle for large ice cube, and 19 minutes for small ice cube,But it will cost 50 minutes per circle when it is operated at room temperature or more !
C. Press the button “STOP”, to stop the machine 
WARNING:

When the ambient temperature is lower than 15’C, the smaller ice cubes sizes are recommended. If not, ice cubes would clump together and can’t drop from the Ice model board. when the ambient temperature is higher than 30’C, Large ice cube sizes are commended.
Care and cleaning / maintenance. 
· To ensure the cleanliness of the ice cubes, water in the water reservoir should be 

replaced every 24 hours. 

· If the compressor stops for any reason such as water shortage, too much Ice, power off, 

etc...  Do not start the system right away, wait 3 minutes, and then re-start the Ice maker. 

· Remove the drain plug to drain remaining water from the water reservoir when the ice 

maker will not be used for a long time. Screw the drain plug back in place after 

the water has been drained. 

· Always add fresh water before starting ice production at initial installation or 

after long shut off periods. 

Please clean your Ice maker regularly. When cleaning, unplug the unit and remove the 

ice cubes. Use a diluted solution of water and vinegar to clean the inside and the outside 

surface of the Ice maker. Do not spray Ice maker with chemicals or diluted agents such 

as acids, gasoline or oil. Rinse thoroughly before starting. 
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Troubleshooting

1. Please note, if the water fill to the evaporator is not symmetrical, small sundries maybe be formed and lodged in the pipe which filling water to the evaporator causing it to jam. 

2. Please pull out the cap of the pipe, then let the water through the pipe in order to clean the pipe, then you can replace the cap. It will make formal ice cubes 

	Problem                     
	Possible Cause
	Suggested Solutions

	The compressor works abnormally with a Buzzing 

noise 
	The voltage is lower than recommended 
	Stop the Ice maker and do not restart until the voltage is normal. 

	The light of Deficient is on
	There is no water or water is not enough
	Press the “START” button, fill with 

water, wait 3 minutes and press the 

“START” button again to restart.  

	Indicator light on the display is not on
	Broken fuse/ No power
	Replace fuse / Check the power code and socket 

	The ice cube is too large 

and sticks together.
	The temperature of

water in the water storage box or the ambient
temperature is too low
	Stop the machine and reset the ice 

Size. Choose the small size ,then Restart the machine 

	Conditions For Ice making 

Cycle are right but no ice is made. 
	Refrigerant leaks./ Sealed system is 

blocked 
	call for service 



	The lights of ice full and  deficient come on in the same time.
	Water tray is blocked by ice cube
	Clear the ice cube under the ice shovel to pull out the plug and insert It again then press ”START” button press “START” button, two minutes later the machines will restart automatically 


Notes / Tips 

1. If the supply cord is damaged; it must be replaced by the manufacturer, its service agent or
  a similarly qualified person in order to avoid a hazard. 

2. Fill only with potable water. 

3. It is normal for the compressor and condenser surface to reach temperatures between 70°C and 90°C during operation and surrounding areas may be very hot. DO NOT TOUGH ! 

4. Due to fast freezing, ice cubes may appear  “Cloudy”.  This is trapped air in the water and it will not affect the quality or the taste of ice cubes. 

5.This appliance is not intended for use by persons(including children)with reduced physical, sensory or mental capabilities, or lack of experience and knowledge. Unless they have been given supervision or instruction concerning use of the appliance by a person responsible for their safety
  Children should be supervised to ensure that they do not play with the appliance. 
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